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The most common cyanoacrylate references available are: 

���������������fast curing single component Cyanoacrylate Adhesive, speci�cally formulated for di�cult to bond substrates, 
particularly suitable for bonding plastic or rubber (EPDM) parts, where very fast �xing is required.
One-component, solvent-free system and does not require the use of a catalyst, heat or clamps.
When a thin layer of this adhesive applied between two surfaces comes into contact with atmospheric moisture, a rapid polymeriza-
tion occurs producing the ultimate bond.

������
���������� fast curing, single component Cyanoacrylate Adhesive which can be used for virtually any type of fastening 
job. Speci�cally formulated for di�cult to bond substrates.
Less dependent on surface moisture for cure speed than other standard CA grades.
When a thin layer is applied between two surfaces comes into contact with atmospheric moisture, a rapid polymerization occurs 
producing the ultimate bond.

	����
����������general industrial grade cyanoacrylate adhesive. It has been specially formulated to achieve the strongest 
possible bond between rough or irregular surfaces, on most metals, plastics or rubbers.
One-component, solvent-free system and does not require the use of a catalyst, heat or clamps.

When a thin layer is  applied between two surfaces comes into contact with atmospheric moisture, a rapid polymerization occurs 
producing the ultimate bond.



Cianoacrylate activator

������������������������

Aerosol applied cyanoacrylate accelerant designed to speed the cure of cyanoacrylate adhesives in an aerosol 
spay, which once applied to a di�cult to bond substrate, signi�cantly increases the cure speed of cyanoacryla-
te adhesive.

The product is used primarily on wood mitre joints or on porous, acidic or di�cult to bond surfaces.

It can also be used on uPVC, but care is required, as excessive use may cause discolouration on the uPVC 
surface.

A patch test on a hidden surface is recommended where discolouration may be an issue.

200 ml Spray 200 ml Spray
+ 50g Bottle Pack



Cyanoacrylate K Black
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It is a black ethyl cyanoacrylate, with higher peel and chip resistance than other grades. It has a 
longer setting time than normal cyanoacrylate adhesive, allowing users ample time to put materials 
together after application. It has been specially formulated to achieve the strongest possible bond 
between well mated non-porous surfaces such as rubber, metals, plastics, etc. K Black is a one com-
ponent, solvent free system and does not require the use of a catalyst, heat or clamps. When a thin 
layer of K Black applied between two surfaces comes into contact with atmospheric moisture, rapid 
polymerization occurs, producing the �nal bond.



Anaerobics

Medium Strength Threadlocker
50 ml Bottle

High Strength Threadlocker
50 ml Bottle

Low Strength Sealant
50 ml Bottle

Medium Strength Sealant
50 ml Bottle

���������

������������� locks nuts and bolts to prevent loosening and loosening due to vibrations. Limited ability 
to tolerate oils, best results with clean surfaces. It additionally o�ers protection against corrosion, leakage, 
dripping... from the joints.

���������Seals threads to prevent leaks of water, gas, pressurized air, etc... Cures in conditions of absence of 
air between metal parts.



Cyanoacrylate Gel

20g

3g
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No-running gel type cyanoacrylate that enables application to vertical surfaces.

It has longer setting times than regular cyanoacrylate and it creates enough time for users to putting materials 
together after application can be used for bonding a wide variety of materials: metals, rubber, plastics, leather, 
wood, etc.



Cleaner / Primer

Cyanoacrylate Cleaner
20 ml Bottle

Primer
30 ml Bottle

�����������������������para limpiar super�cies de manchas de Cyanoacrylate

����������Disolvente para mejorar la unión en super�cies de difícil adherencia (plásticos, siliconas, etc...)



Epoxy

Epoxy 25ml

������
Two-component epoxy resin without solvents. Practical syringe container that facilitates its mixing and 
application.
Good resistance to bases and diluted acids, lower resistance to solvents. Provides good adhesion adapting to 
all types of materials.
It maintains its drying speed even at low temperatures.

����������
It can be applied directly or using a mixer. Apply quickly. It dries at room temperature, obtaining its maximum 
resistance after 24 hours, although after 2 hours there is already a good bond. Drying is optimized if it occurs 
at a high ambient temperature.

�������������
All kinds of wood and metals, glass, ceramics, earthenware, stone and cement...
Not suitable for plastics such as polyethylene, polypropylene, rigid PVC and PTFE. For other types of plastics, 
tests should be carried out beforehand.



Display

Open

��������
Practical display for show use at the point of sale. Capacity of 24 containers of 20 g. Possibility of combining 
various densities and references in the same display case. Customizable with the client's logo.

Closed
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